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With a complete redesign over the previous generation, the new Power T2 woofers show why Rockford 
Fosgate continues to be at the forefront of speaker design. Using a new triple layer glass fiber cone 
assembly with aluminum dust cap, 4” voice coil and segmented triple stacked magnet motor structure, 
these woofers are designed for extreme power handling and maximum bass reproduction.

OVERVIEW

HIGHLIGHT REEL

PROPRIETARY TECHNOLOGIES

Triple Layer
Glass Fiber 
Cone

Punch Level Control-PLC2
(Optional Accessory)

4” Edge Wound 
Aluminum 
Voice Coil

Segmented Triple Stacked 
Ferrite Magnet

*Net Volume Not Including Woofer Or Port Displacements

T2S1-13
1 Ohm SVC 13” Subwoofer 
Mounting Depth: 12.28” 
2000 Watts RMS 
4000 Watts Peak

T2S2-13
2 Ohm SVC 13” Subwoofer 
Mounting Depth: 12.28” 
2000 Watts RMS 
4000 Watts Peak

T2S1-16
1 Ohm SVC 16” Subwoofer 
Mounting Depth: 15.04” 
2500 Watts RMS 
5000 Watts Peak

T2S2-16
2 Ohm SVC 16” Subwoofer 
Mounting Depth: 15.04” 
2500 Watts RMS 
5000 Watts Peak

9.70in
246mm

12.28in
312mm

MODEL BOX TYPE VOLUME* TUNING FREQ PORT SIZE

T2S1-13 Sealed 1.5cu FT 57HZ N/A

T2S2-13 Ported 2.5cu FT 30HZ 5x23.5”

T2S1-16 Sealed 2.0cu FT 45.3HZ N/A

T2S2-16 Ported 3.25cu FT 30HZ 6x26.1”

Enclosure Recommendations




