
PUNCH SPEAKERS



P165-SE w/ external crossover

P165-SI w/ internal crossover

PUNCH COMPONENTS

P165-SI & P165-SE 6 ½” Component Set

• Flex Fit 2 Mounting System

• True 165mm O.D. w/ 140mm Mounting Dia.

• SI model has Integrated Crossover Component

• SE model has External Crossover Pack 

All Models Feature:

• Injection molded mineral filled polypropylene cone

• StampCast™ basket

• 1 inch treated PEI dome tweeter

• Neodymium motor

• ICC component crossover (except P165-SE)

• No external crossover to install



 
 
 

P1T-S 1” tweeter kit
Mounting Depth: 0.5”
60 watts RMS/120 watts Max

P152-S 5.25” Component
Mounting Depth: 1.9”
50 watts RMS/100 watts Max

P16-S 6” component
Mounting Depth: 2.2”
60 watts RMS/120 watts Max

P165-SI 6.5” component
Mounting Depth: 2.24”
60 watts RMS/120 watts Max

P165-SE 6.5” component
Mounting Depth: 2.24”
60 watts RMS/120 watts Max

P1675-S 6.75” component
Mounting Depth: 2.2”
60 watts RMS/120 watts Max



PUNCH COAXIAL

P1650 6 ½ Coaxial Speaker

• Flex Fit 2 Mounting System

• True 165mm O.D. w/ 140mm Mounting Dia.

All Models Feature:

• Injection molded mineral filled polypropylene cone

• StampCast™ basket

• 3/4 inch plated PEI dome tweeter

• Pole mounted

• Neodymium motor

• ICC component crossover



P132 3.5” Full Range Coaxial
Mounting Depth: 1.4”
20 watts RMS/ 40 watts Max

P142 4” Full Range Coaxial
Mounting Depth: 1.7”
30 watts RMS/ 60 watts Max

P152* 5.25” Full Range Coaxial
Mounting Depth: 1.9”
40 watts RMS/ 80 watts Max

P16* 6” Full Range Coaxial
Mounting Depth: 1.9”
55 watts RMS/ 110 watts Max

P1650* 6.5” Full Range Coaxial
Mounting Depth: 2.24”
55 watts RMS/ 110 watts Max

P1675* 6.75” Full Range 3-way
Mounting Depth: 2.2”
60 watts RMS/ 120 watts Max

P1462 4 x 6” Full Range Coaxial
Mounting Depth: 1.8”
35 watts RMS/ 70 watts Max

P1572 5 x 7” Full Range Coaxial
Mounting Depth: 2.2”
60 watts RMS/ 120 watts Max

P1683 6 x8” Full Range 3 -way
Mounting Depth: 2.3”
65 watts RMS/ 130 watts Max

P1692* 6 x 9” Full Range Coaxial
Mounting Depth: 3”
75 watts RMS/ 150 watts Max

P1694* 6 x 9” Full Range 4-way
Mounting Depth:  3”
75 watts RMS/ 150 watts Max*Grilles Included



PUNCH PRO



PUNCH PRO FAMILY

• High Sensitivity – High Output for SPL

• Available Sizes:  6”, 8”, 10”

• Sold as individual units (not in pairs)

All Models Feature:

• Corrugated treated cloth surround

• Fiber reinforced high strength paper cone with 
treated "W" surround

• High temp aluminum voice coil

• Fatigue and tear resistant poly cotton spider

• Billet stock machined aluminum phase plug

• Periodic-stitched fatigue resistant lead wire

• Grilles and mounting hardware included

• Stamp-cast aluminum frame

• All Metal Input Spring Terminal Connection



Large Mounting Flange

Small Mounting Flange

PUNCH PRO TWEETERS

All Models Feature:

• High Efficiency Horn Loaded Design

• Aluminum Diaphragm

• All Metal Input Spring Terminal Connection

• High Temp Kapton Former Voice Coil

• Die Cast Aluminum Housing

• Billet machined aluminum phase plug

• Mounting hardware included

• Sold as individual units (not in pairs)

• Built-in 6dB/Octave crossover

• 50W RMS / 100W Peak

1” Neodymium Tweeter 1.5” Ceramic Ferrite Tweeter



PP4-NT 1” 4Ω Neo Tweeter
Mounting depth: 2.57”
50 watts RMS/ 100 watts Max

PP4-T 1.5” 4Ω Tweeter
Mounting depth: 2.59”
50 watts RMS/ 100 watts Max

PP4-X 4Ω Crossover
For Use with 4Ω Punch Pro Mids

PPS4-6 6.5” 4Ω Midrange
Mounting depth: 2.24”
100 watts RMS/ 200 watts Max

PPS4-8 8” 4Ω Midrange
Mounting depth: 2.91”
125 watts RMS/ 250 watts Max

PPS4-10 10” 4Ω Midrange
Mounting depth: 4.17”
350 watts RMS/ 700 watts Max


