
POWER SPEAKERS



T4 COMPONENT

• LCP (Liquid Crystal Polymer) Fiber Cone

• Multi-pole Neodymium Motor Structure

• 1" (25mm) Ring Radiator LCPF Dome Tweeter 
With Phase Plug

• Fatigue and tear resistant linear Nomex spider

• VAST (Vertical Attach Surround Technique) 
Butyl rubber surround

• FlexFit slot woofer mounting

• Die cast aluminum frame

• Asymetrical 12dB/Oct Butterworth crossover



T3 COMPONENT
• Woven LCP (Liquid Crystal Polymer) 

Fiber Woofer Cone

• High Excursion Neo Motor Magnetics with Matched 
Suspension Design

• 1" (25mm) Treated Silk Surround + 
LCP Dome Tweeter

• Integrated woofer shorting ring with external heat sinking

• Fatigue and tear resistant linear Nomex spider

• Die-cast aluminum frame structure

• VAST (vertical attach surround technique) butyl rubber 
surround

• FlexFit slot woofer mounting

• Proprietary dual function input terminals

• Asymmetrical 12db/octave (HP) + 18db/octave (LP) 
Butterworth crossover



T2 COMPONENT

• Injection molded carbon fiber reinforced polypropylene cone

• Linear high excursion matched motor magnetic and 
suspension design

• 1" (25.4mm) Aluminum dome tweeter

• VAST™ Vertical Attach Surround Technique SBR surround

• Fatigue and tear resistant linear poly-cotton spider

• FlexFit™ Mounting slot pattern

• StampCast™ Frame structure

• DDC™ Discreet Dual Clamp tweeter mounting system

• Butterworth asymmetrical 18dB/12dB (HP/LP) 
crossover network



T1 COMPONENT

T1650-S 6½” Features:

• FlexFit 2 Mounting System

• True 165mm O.D. with 140mm Mounting Diameter

All Models:

• Injection Molded Carbon Fiber Filled polypropylene cone

• Linear High Excursion Matched Motor Magnetics and Suspension

• 1" Treated Fabric Dome Tweeter

• Santoprene Rubber Surround w/VAST (Vertical Attach 
Surround Technique) poly-cotton spider

• FlexFit™ Mounting slot pattern

• StampCast™ Frame structure

• DDC™ Discreet Dual Clamp tweeter mounting system

• Butterworth asymmetrical 18dB/12dB (HP/LP) 
crossover network



T2T-S 1” Tweeter kit
Mounting Depth: 0.5”
75 watts RMS/150 watts Max

T2652-S 6.5” Full Range component
Mounting Depth: 2.3”
100 watts RMS/200 watts Max

T3652-S 6.5” Full Range component
Mounting Depth: 2.8”
125 watts RMS/250 watts Max

T1T-S 1” Tweeter kit
Mounting Depth: 0.5”
75 watts RMS/150 watts Max

T152-S 5.25” Full Range component
Mounting Depth: 1.9”
75 watts RMS/150 watts Max

T1650-S 6.5” Full Range component
Mounting Depth: 2.52”
80 watts RMS/160 watts Max

T1675-S 6.75” Full Range component
Mounting Depth: 2.5”
100 watts RMS/200 watts Max



T1 COAXIAL

T1650 6½” FEATURES:

• Flex Fit 2 Mounting System

• True 165mm O.D. w/ 140mm Mounting Dia.

ALL MODELS:

• Injection molded poly-carbon fiber blend cone

• StampCast™ basket

• 1” Aluminum dome tweeter

• Neodymium motor

• Offset cantilever mounted tweeter (select models)

• Eliminates damaging acoustic reflections between the 
midrange and the rear of the tweeter

• ICC (integrated) component crossover



*Grilles Included

T1462 4 x 6” Full Range Coaxial
Mounting Depth: 1.9”
45 watts RMS/90 watts Max

T1682 6 x 8” Full Range Coaxial
Mounting Depth: 2.4”
80 watts RMS/160 watts Max

T1692* 6 x 9” Full Range Coaxial
Mounting Depth: 3.1”
100 watts RMS/200 watts Max

T1693* 6 x 9” full range 3-way
Mounting Depth: 3.1”
100 watts RMS/ 200 watts Max

T152* 5.25” Full Range Coaxial
Mounting Depth: 1.9”
60 watts RMS/120 watts Max

T16* 6” Full Range Coaxial
Mounting Depth: 2”
70 watts RMS/140 watts Max

T1650* 6.5” Full Range Coaxial
Mounting Depth: 2.52”
75 watts RMS/150 watts Max

T1675* 6.75” Full Range Coaxial
Mounting Depth: 2.5”
75 watts RMS/150 watts Max 


