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 HIGHLIGHT REEL

Using new patent pending technology of Split Yoke Motor Structure (SYMS) and Encapsulated Voice 
Coil Coupling Technology (EVCC), the innovative and unique design of the new Power series T1 slim 
woofers allow for high excursion and output capabilities while maintaining an unbelievably shallow 
mounting depth.

OPTIONAL GRILLE INSTALLED

Split Yoke Motor Structure
The Patent Pending Split Yoke Motor Structure (SYMS) is 
a unique design that allows full excursion capabilities of 
the woofers voice coil and cone assembly while allowing 
an overall reduction in woofer mounting depth.

Encapsulated Voice Coil  
Coupling Technology
Our Patent Pending EVCC 
(Encapsulated Voice Coil 
Coupling) technology connects 
to the woofers voice coil and 
former assembly from both the 
top and bottom and provides a 
more secure mounting platform 
for both the dual spiders and 
cone assembly.

10” & 12” Grille Inserts Available
(T1SG-10 & T1SG-12)

T1S1-10
1 Ohm SVC 10” Subwoofer 
Mounting Depth: 3” 
500 Watts RMS 
1000 Watts Peak

T1S2-10
2 Ohm SVC 10” Subwoofer 
Mounting Depth: 3” 
500 Watts RMS 
1000 Watts Peak

T1S1-12
1 Ohm SVC 12” Subwoofer 
Mounting Depth: 3” 
600 Watts RMS 
1200 Watts Peak

T1S2-12
2 Ohm SVC 12” Subwoofer 
Mounting Depth: 3” 
600 Watts RMS 
1200 Watts Peak

*LOADED ENCLOSURES  
 ALSO AVAILABLE

T1-1X10
Single 10” Sealed

T1-1X10P
Single 10” Ported

T1-1X12
Single 12” Sealed

 PROPRIETARY TECHNOLOGIES

MODEL BOX TYPE VOLUME* TUNING FREQ PORT SIZE

T1S1-10 Sealed 0.75 40HZ N/A

T1S2-10 Ported 1.25 40HZ 4”x14.25”

T1S1-12 Sealed 1 39HZ N/A

T1S2-12 Ported 1.75 38HZ 4”x10.375”

Enclosure Recommendations

*Net Volume Not Including Woofer Or Port Displacements




