
PRIME SUBWOOFERS



Half- Roll, Sealed Polyether – Ester Foam Surround

Polypropylene Cone

Stamped Steel Frame

Single Ferrite Magnet

2” 4-layer High Temp. Aluminum Voice 
Coil with Nomex collar

PRIME R2 CUTAWAY

12 AWG compression 
terminals



Half-Roll, Sealed Polyether-Ester Foam Surround

Injection Molded Polypropylene Cone

Single Ferrite Magnet

2” 4-layer High Temp. Aluminum 
Voice Coil with Nomex collar

R2 SHALLOW

Stamped Steel Frame

12 AWG compression 
terminals



R2 WOOFERS

R2D2-10 10” Subwoofer
R2D4-10 2 x 2Ω (or) 2 x 4Ω

250 Watts RMS / 500 Watts MAX
Mounting Depth: 4.319”

R2D2-12 12” Subwoofer
R2D4-12 2 x 2Ω (or) 2 x 4Ω

250 Watts RMS / 500 Watts MAX
Mounting Depth: 5.067”

R2SD2-10 10” Shallow Subwoofer
R2SD4-10 2 x 2Ω (or) 2 x 4Ω
“shallow” 200 Watts RMS / 400 Watts MAX

Mounting Depth: 3.417”

R2SD2-12 12” Shallow Subwoofer
R2SD4-12 2 x 2Ω (or) 2 x 4Ω
“shallow” 250 Watts RMS / 500 Watts MAX

Mounting Depth: 3.602”


