
PRIME SPEAKERS



PRIME COMPONENTS

• ½” Mylar Balanced Dome Tweeter

• Mica Injected Polypropylene Cone

• Foam Surround

R1T-S 1” Tweeter Kit
40 watts RMS/80 watts Max

R152-S 5.25” Component
40 watts RMS/80 watts Max

R165-S 6.5” Component
40 watts RMS/80 watts Max

R1675-S 6.75” Component
40 watts RMS/80 watts Max



Decreased tweeter exposure by ½”

Horn loaded design provides a phase
correct relationship with mid and tweeter

Increase in total RMS power handling over 
previous Prime

PRIME COAXIALS

+10%



R14X2* 4” Full Range Coaxial
Mounting Depth: 1.7”
30 watts RMS/60 watts Max

R1525X2* 5.25” Full Range Coaxial
Mounting Depth: 1.9”
40 watts RMS/80 watts Max     

R165X3* 6.5” Full Range 3 way
Mounting Depth: 2.1”
45 watts RMS/90 watts Max

R1675X2* 6.75” Full Range Coaxial
Mounting Depth: 2.5”
45 watts RMS/90 watts Max

R168X2 6 x 8” Full Range Coaxial
Mounting Depth: 2.8”
55 watts RMS/110 watts Max

R169X2* 6 x 9” Full Range Coaxial
Mounting Depth: 2.8”
65 watts RMS/130 watts Max

R169X3* 6 x 9” Full Range 3 way
Mounting Depth: 2.8”
65 watts RMS/130 watts Max

*Grilles Included

PRIME COAXIALS


