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PRIME - PUNCH - POWER

Whether you’re new to audio or on a limited budget, the PRIME series of products is a perfect choice for 
that first audio system.  Designed with much of the same technology as its bigger siblings, the Prime line 
provides amazing sound quality and output at a no-frills kind of price tag.

The name that started it all, our PUNCH series of products represents the heart and soulf that is 
Rockford Fosgate.  Perfect for the person looking to build an amazing sound system without needing to 
break the bank to get it, the Punch line delivers that signature Rockford sound every day.

The POWER series of products is built using the highest grade of materials and components available.  
They are designed for those customers who want not only the best products, but the best sound 
possible from their audio systems.  If you are a self-proclaimed superuser of audio, then the Power 
series is for you.

selling features

+ RF speakers are designed and engineered in Tempe, Arizona, USA.
+ RF designs, engineers, and torture tests its own speaker technology.
+ RF speakers are known for their precise power handling, meeting rated specifications with accuracy.
+ RF follows the highest industry standards and contributes to developing standards for the industry. 
+ RF offers 4 speaker lines to reach the most popular customer types and price points.
+ 1-Year warranty on all mobile audio speaker models.
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POWER

Built on years of knowledge in acoustic engineering, Rockford delivers a series of speakers that is industry 
leading, from our T4 audiophile components down to our T1 coaxial speakers, the Power series focuses on 
providing you the best musical experience you’ve ever had.
 
+ Audiophile grade materials deliver superior sound quality
+ Available in coaxial and component systems
+ Bridge mounted tweeters allow for improved midrange response (T1 Coax)
+ Aluminum dome tweeters (T1/T2 Components) / Treated fabric (T1 Components) / LCP dome (T3/T4) 
+ Carbon fiber & polypropylene cone midrange (T1/T2) / Liquid Crystal Polymer cone (T3/T4)
+ Butyl rubber surround
+ Audiophile grade crossover
+ 8 coaxial models ranging from 5.25” to 6x9”
+ 7 component systems ranging from 1” to 6.75”
+ CTA-2031 rated power handling from 40 to 150 watts RMS

PUNCH
Ideal if you’re someone who really likes to “feel” their music. When you’re ready to upgrade and you really 
want something that can deliver crisp, clear vocals, and have the low-end response to back them up, then 
look no further.
 
+ Available in coaxial and component systems
+ Designed for high output and high-quality sound
+ PEI dome tweeters (higher durability)
+ Midrange features a polypropylene cone and rubber surround with stamped steel basket
+ Integrated concealed crossovers
+ Grilles & adaptor plates included (select models)
+ 11 coaxial models ranging from 3” to 6x9”
+ 6 component systems ranging from 1” to 6.75”
+ CTA-2031 power handling rated from 20 to 75 watts RMS

PUNCH PRO
Ideal for car audio fanatics who like their music “loud”. Designed with ultra-light cones and large magnetics, 
these feature a high sensitivity rating so you don’t require lots of power to get loud. When you demand 
responsive highs with deep, punchy bass to match, these are the speakers you’ve been waiting for!
 
+ Sold as individual speakers
+ Designed for very high output
+ Horn-loaded tweeters
+ Midrange features a paper cone and corrugated cloth surround and machined aluminum phase plug
+ 6 models ranging from 1” to 10”
+ CTA-2031 power handling rated from 50 to 350 watts RMS

PRIME
Designed with an ultra-lightweight poly-cone and dome tweeter, our Prime drivers are efficient enough to 
hook up directly to your factory source unit for instant sound improvement.
 
+ Available in coaxial and component systems
+ Designed for direct OEM fitment capability
+ Silk dome tweeters
+ Integrated concealed crossovers
+ Midrange features a polypropylene cone and rubber surround with stamped steel basket
+ 7 coaxial models ranging from 4” to 6x9”
+ 4 component systems ranging from 1” to 6.75”
+ CTA-2031 power handling rated from 30 to 65 watts RMS 
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