
PRIME AMPLIFIERS



PRIMED FOR PERFORMANCE

All New Improved Design

• C.L.E.A.N. Set-up

• Balanced Differential Inputs with 1RCA Pass Through Outputs

• High Level Input Capable

• Defeat-able Auto Turn-On Circuit

• Variable Input Gain adjustment level

• Continuously Variable On-Board Punch EQ

• Adjustable HP/LP 12dB Butterworth Crossovers

• Short Circuit & Over Current Protection

• Top Mounted Control Panel

• Cast aluminum heatsink
        1 Except R2-750X5

R2-200X2

190 200 210 220

Dynamic RMS

50 Watts x 2 @ 4Ω
100 Watts x 2 @ 2Ω
200 Watts x 1 @ 4Ω Bridged

+7.3% Dynamic Power



PRIME AMP TECHNOLOGY

Full-Range Class D
• Improved design over Class A/B with more power and Efficiency
• Full Range design can be used with loudspeakers and subwoofers 

C.L.E.A.N.
• Visible indicators for both input and output clip
• Ensures proper level setting without the need for additional equipment 

MEHSA4: Next Gen. Maximum Efficiency Heat Sink Application
• Efficient heat transfer from output devices to the heat sink
• More watts per cubic inch
• Single ”Alumina” substrate
• Transfers heat 5x better than traditional amplifiers

Balanced Differential Inputs
• Differential inputs eliminate noise picked up by signal cables



MONO AMPS
R2-500X1 R2-1200X1

450 500 550 600

Dynamic RMS

700 750 800 850

Dynamic RMS

1100 1200 1300 1400 1500

Dynamic RMS

250 Watts x 1 @ 4Ω
500 Watts x 1 @ 2Ω
                N/A @ 1Ω

+16.5% Dynamic Power

250 Watts x 1 @ 4Ω
500 Watts x 1 @ 2Ω
750 Watts x 1 @ 1Ω

+10% Dynamic Power

400 Watts x 1 @ 4Ω
800 Watts x 1 @ 2Ω
1200 Watts x 1 @ 1Ω

+14.6% Dynamic Power

R2-750X1R2-250X1

0 100 200 300 400

Dynamic RMS

150 Watts x 1 @ 4Ω
250 Watts x 1 @ 2Ω
                N/A @ 1Ω

+27% Dynamic Power



MULTI-CHANNEL AMPS
R2-300X4 R2-750X5
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Dynamic RMS

450 500 550 600 650

Dynamic RMS

600 700 800 900 1000

Dynamic RMS

50 Watts x 4 @ 4Ω
75 Watts x 4 @ 2Ω
150 Watts x 2 @ 4Ω Bridged

+42% Dynamic Power

75 Watts x 4 @ 4Ω
125 Watts x 4 @ 2Ω
250 Watts x 2 @ 4Ω Bridged

+18% Dynamic Power

50 Watts x 4 + 200 Watts x1 @ 4Ω 
100 Watts x 4 + 250 Watts x 1 @ 2Ω
200 Watts x 2 + N/A @ 4Ω Bridged

+19.6% Dynamic Power

R2-500X4




