
Integrated Punch EQ: Corrects the 
acoustic deficiencies in the listening 

environment, by delivering up to 3X the 
bass via equalization 

P.O.W.E.R. Supply: The Unique P.O.W.E.R. 
supply continues to generate more than 

rated power as the voltage increases

C.L.E.A.N.: Patented circuit with input and 
output clip indicators that help match the 
source unit to the amplifier and optimize 

musical output
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CLASS D C.L.E.A.N. MEHSA 4 BALANCED
DIFFERENTIAL INPUTS



R2-200X2  |  200 Watt 2-Channel Amplifier
•	 Crossover Slope: 12dB/Oct Butterworth
•	 Crossover Frequency: Variable 50Hz-250Hz HP/AP/LP
•	 Auto Turn On With Defeat Switch
•	 Weight: 3.87 lbs / 1.7 kg

•	 Rated Power: 
50x2 @ 4 ohm
100x2 @ 2 ohm
200x1 @ 4 ohm Bridged

6.8in
(173mm) 1.9in

(49mm)

8.1in
(205mm)

R2-250X1  |  250 Watt Mono Amplifier
•	 Crossover Slope: 12dB/Oct Butterworth
•	 Crossover Frequency: Variable 50Hz-250Hz LP 

Infrasonic Filter: Variable 15-50Hz
•	 Auto Turn On With Defeat Switch
•	 Remote Level Control Included
•	 Weight: 4.38 lbs / 1.97 kg

•	 Rated Power: 
150x1 @ 4 ohm
250x1 @ 2 ohm

6.8in
(173mm) 1.9in

(49mm)

8.1in
(205mm)

R2-500X1  |  500 Watt Mono Amplifier
•	 Crossover Slope: 12dB/Oct Butterworth
•	 Crossover Frequency: Variable 50Hz-250Hz LP 

Infrasonic Filter: Variable 15-50Hz
•	 Auto Turn On With Defeat Switch
•	 Remote Level Control Included
•	 Weight: 4.8 lbs / 2.2 kg

•	 Rated Power: 
250x1 @ 4 ohm
500x1 @ 2 ohm

6.8in
(173mm) 1.9in

(49mm)

8.5in
(215mm)

R2-750X1  |  750 Watt Mono Amplifier
•	 Crossover Slope: 12dB/Oct Butterworth
•	 Crossover Frequency: Variable 50Hz-250Hz LP 

Infrasonic Filter: Variable 15-50Hz
•	 Auto Turn On With Defeat Switch
•	 Remote Level Control Included
•	 Weight: 4.98 lbs / 2.2 kg

•	 Rated Power: 
250x1 @ 4 ohm
500x1 @ 2 ohm
750x1 @ 1 ohm

6.8in
(173mm) 1.9in

(49mm)

10.1in
(255mm)

R2-300X4  |  300 Watt 4-Channel Amplifier
•	 Crossover Slope: 12dB/Oct Butterworth
•	 Crossover Frequency: Variable 50Hz-250Hz HP/AP/LP
•	 Auto Turn On With Defeat Switch
•	 Weight: 4.75 lbs / 2.1 kg

•	 Rated Power: 
50x4 @ 4 ohm
75x4 @ 2 ohm
150x2 @ 4 ohm Bridged

6.8in
(173mm)

1.9in
(49mm)

10.1in
(255mm)

R2-500X4  |  500 Watt 4-Channel Amplifier
•	 Crossover Slope: 12dB/Oct Butterworth
•	 Crossover Frequency: Variable 50Hz-250Hz HP/AP/LP
•	 Auto Turn On With Defeat Switch
•	 Weight: 4.97 lbs / 2.2 kg

•	 Rated Power: 
75x4 @ 4 ohm
125x4 @ 2 ohm
250x2 @ 4 ohm Bridged

6.8in
(173mm) 1.9in

(49mm)

10.1in
(255mm)

R2-750X5  |  750 Watt 5-Channel Amplifier
•	 Crossover Slope: 12dB/Oct Butterworth
•	 Crossover Frequency: Variable 50Hz-250Hz HP/AP/LP 

Infrasonic Filter: Variable 15-50Hz
•	 Auto Turn On With Defeat Switch
•	 Remote Level Control Included
•	 Weight: 6.13 lbs / 2.7 kg

•	 Rated Power: 
50x4 @ 4 ohm
100x4 @ 2 ohm
200x2 @ 4 ohm Bridged
Sub:
200x1 @4 ohm
350x1 @ 2 ohm

6.8in
(173mm)

1.9in
(49mm)

11.2in
(285mm)

R2-1200X1  |  1200 Watt Mono Amplifier
•	 Crossover Slope: 12dB/Oct Butterworth
•	 Crossover Frequency: Variable 50Hz-250Hz LP  

Infrasonic Filter: Variable 15-50Hz
•	 Auto Turn On With Defeat Switch
•	 Remote Level Control Included
•	 Weight: 5.9 lbs / 2.6 kg

•	 Rated Power: 
400x1 @ 4 ohm
800x1 @ 2 ohm
1200x1 @ 1 ohm

6.8in
(173mm) 6.8in

(173mm)

11.2in
(285mm)

S P E C I F I C A T I O N S


